
POWEW67912

DOMPELPOMP
POMPE SUBMERSIBLE
TAUCHPUMPE
BOMBA SUMERGIBLE

SUBMERSIBLE 
PUMP 
400W

IMPORTANT FEATURES

400 
WATT

2
YEAR

WARRANTY

5m 
max. submersible 

depth

7500 
I/h

10mmax. 35°C3.94kg7500 l/h

1 WATER INLET  
 WATERINGANG 
 ENTRÉE D’EAU 
 WASSEREINGANG 
 ENTRADA DE AGUA 

2 WATER OUTLET 
 WATERUITGANG 
 SORTIE D’EAU 
 WASSERAUSGANG 
 SALIDA DE AGUA

3 FLOATING SWITCH 
 VLOTTER SCHAKELAAR 
 INTERRUPTEUR FLOTTEUR 
 SCHWIMMSCHALTER 
 INTERRUPTOR DE FLOTACIÓN

4 CARRYING HANDLE 
 DRAAGHANDVAT 
 POIGNÉE DE TRANSPORT 
 TRAGEGRIFF 
 ASA PARA TRANSPORTE

5 STAINLESS STEEL 
 HOUSING 
 INOX BEHUIZING 
 CARTER EN ACIER INOXIDABLE 
 GEHÄUSE AUS ROSTFREIEN   
 STAHL 
 CÁRTER DE ACERO INOXIDABLE
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230V~ 
50Hz

MAX
SUBMERSIBLE

DEPTH 
5m

MAX
PRESSURE  
HEIGHT
5m

ON

OFF

STAINLESS STEEL

DIRTY 
WATER

5



The 400W Powerplus submersible pump is the perfect 
device to drain dirty water from your basement and rain 
tank, or even to create a decorative waterfall or fountain 
in your garden. It comes with a durable stainless steel 
tank, is compact, lightweight and low in maintenance. The 
maximum immersion depth is 5m, whereas the delivery 
height amounts to 5m. The max. delivery rate equals 
7500l/h. The POWEW67912 can handle effortlessly water 
up to 35°C. This pump comes with a floating switch and 
10m cable. The solid stainless steel housing guarantees 
furthermore a long lifetime of the machine.
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Our +50 years of experience guarantee a professional and high quality service.

TECHNICAL SPECIFICATIONS POWEW67912 Features Box content Symbols

Rated Voltage - Frequency 230V~ 50Hz

• For dirty water

• Stainless steel

1x submersible pump

Rated power 400W
1x 10m electric cable with 
earthed plugMax. pressure height 5m

Max. submersible depth 5m 1x outlet connection

Max. water temperature 35°C 1x manual

Flow rate 7500 l/h

Min. residual water heigth 35mm

Cable length 10m


